Test Equipment Solutions Datasheet

Test Equipment Solutions Ltd specialise in the second user sale, rental and distribution of
quality test & measurement (T&M) equipment. We stock all major equipment types such as
spectrum analyzers, signal generators, oscilloscopes, power meters, logic analysers etc from
all the major suppliers such as Agilent, Tektronix, Anritsu and Rohde & Schwarz.

We are focused at the professional end of the marketplace, primarily working with customers
for whom high performance, quality and service are key, whilst realising the cost savings that
second user equipment offers. As such, we fully test & refurbish equipment in our in-house,
traceable Lab. Items are supplied with manuals, accessories and typically a full no-quibble 2
year warranty. Our staff have extensive backgrounds in T&M, totalling over 150 years of
combined experience, which enables us to deliver industry-leading service and support. We
endeavour to be customer focused in every way right down to the detail, such as offering free
delivery on sales, covering the cost of warranty returns BOTH ways (plus supplying a loan
unit, if available) and supplying a free business tool with every order.

As well as the headline benefit of cost saving, second user offers shorter lead times, higher
reliability and multivendor solutions. Rental, of course, is ideal for shorterterm needs and
offers fast delivery, flexibility, try-before-you-buy, zero capital expenditure, lower risk and off
balance sheet accounting. Both second user and rental improve the key business measure of
Return On Capital Employed.

We are based near Heathrow Airport in the UK from where we supply test equipment
worldwide. Our facility incorporates Sales, Support, Admin, Logistics and our own in-house
Lab.

All products supplied by Test Equipment Solutions include:

- No-quibble parts & labour warranty (we provide transport for UK mainland addresses).
- Free loan equipment during warranty repair,if available.

- Full electrical, mechanical and safety refurbishment in our in-house Lab.

- Certificate of Conformance (calibration available on request).

- Manuals and accessories required for normal operation.

- Free insured delivery to your UK mainland address (sales).

- Support from our team of seasoned Test & Measurement engineers.

- 1S0O9001 quality assurance.

Test equipment Solutions Ltd
Unit 8 Elder Way

Waterside Drive

Langley

Berkshire

SL3 6EP

T: +44 (0)1753 596000
F: +44 (0)1753 596001

Email: info@TestEquipmentHQ.com
Web: www.TestEquipmentHQ.com




T-BERD®/MTS-2000 Handheld Modular Test Set
Fiber Optic Multi-Test Tool for Smarter and Faster Field Testing

Key Features

Large 5-inch touch screen display
Field Installable Modules

Wide range of OTDR modules in-
cluding QUAD and PON

FiberComplete™ automated IL/ORL,
PON power meter & CWDM ana-
lyzer

Automated Fiber Inspection and
IEC pass/fail Analysis

Built-in optical power meter, VFL,
and optical talk set (optional)

New-generation Lithium Polymer
(LiPo) battery for 8 hours operation

Flexible connectivity with Ethernet,
USB, Bluetooth and WiFi capabilities

Special hands-free bag as standard
Cross-compatibility with T-BERD®/
MTS-4000

WEBSITE: www.jdsu.com/test

Key Benefits ¢ Certify fiber physical layer on FTTx/PON, Access,
Metro and Enterprise networks.

« Ensure highest quality connectorizing, splicing and
turn-up of new fiber links.

o Improve workflow with hands-free solution driving best
practices to IEC standards.

« Smarter and faster field testing with simple setup and
instantaneous pass/fail results.

 Boost productivity with improved report generation and
flexible connectivity.

Cost, workflow, quality, network performance and customer experience are critical
for success fortoday’s fiber optic networks. Selecting the right test tools has become a
key element to meet these needs.

The JDSU T-BERD/MTS-2000.is 2 handheld multi-test platform that provides field
technicians with a single piece of equipment to install, turn-up and maintain these
networks to the highest standards.

Innovative in design.with hands-free bag, all the essential fiber test tools are close at

hand, whatever thejob or location. A large color screen with graphical user interface
drives simplicity of operation and good workflow in the field.

Test capabilities include a whole range OTDRs - multimode, singlemode, and PON-
optimized — FiberComplete™ for automated IL/ORL & fault finding and connector
end face pass/fail analysis to IEC standards.

Tarn-up and troubleshooting of PON and CWDM networks is also enabled with the
PON power meter and CWDM-OSA modules.

Allthe testtools closeathand
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Wide range of applications for maximum flexibility

The T-BERD/MTS-2000 provides the largest range of test capabilities in a handheld unit. The modular design allows service pro-
viders the maximum flexibility to scale investment and evolve with the network.

The T-BERD/MTS-2000 supports the whole range of essential fiber analysis tools, such as connection inspection, connection
check, source, power meter, Optical Return Loss (ORL), OTDR, PON selective Power Meter,and CWDM Optical Spectrum

Analyser.
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Application modules are common to the T-BERD/MTS-4000 and both instruments can operate together.

Boosted productivity with seamless data workflow
The T-BERD/MTS-2000 integrates various communication capabilities allowing remote control, data and setup upload/down-
load and report transfer. The unit has one high-speed 1G Ethernet port, three USB ports, and optional WiFi and Bluetooth

network connections.

Test&
Create Report

Data & Report storage
Post-processing
Remote coaching
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Designed for best operational efficiency

End of Fiber: 25.389 km
Total Loss : 5.17 dB
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@ 5” Touchscreen
@ Charge indicator
© On indicator

O File Menu

O Setup Menu

@ Start/Stop

@ Testing indicator
© On/Off

© Home Page

@ Cancel

® Direction & Valid keys

® Results Page

® Loudspeaker

(@ Headset Jack

® AC/DCInput

® Slave mini USB port
® RJ45 connector

® Master USB ports (2)
® Power Meter port

@ VFL or Talkset port
@) Wifi & Bluetooth options
# Stylus for touchscreen
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Preliminary Specifications

T-BERD/MTS-2000 PLATFORM - Preliminary Datasheet

General (Typical at 25°C)

Built-in Power Meter Specification”

Built-in Talkset

Display 5-inch TFT color touch screen (12.5mm)
Resolution 800 x 480 WVGA
Interfaces Two USB2.0 ports

One mini-USB2.0 port

RJ-45 LAN 10/100/1000Mbit/s
Built-in Bluetooth (optional)
Built-in Wifi 802.11 b/g/n (optional)

Internal memory 1GB (128MB for storage)

850/1310/1490/1550/ 1625/1650
800 to 1650nm in steps of 1 nm

(alibrated wavelengths
Wavelength range

Accuracy? +/-0.2dB
Measurement range® +5to —50 dBm
Maximum resolution 0.01dB/0.01nW

Connector type Universal Push Pull (UPP)

(1) At 25°C, after 20 minutes stabilization time and

Dynamic range
Connector types

32dB (typical)
SC, FC, and Universal push/pull (UPP)
(three adapters included)

Battery Rechargeable lithium-polymer battery after zero setting.
8 hours of operation as per Telcordia GR-196-CORE (2) At calibrated wavelength (except 1650nm)
Power supply AC/DC adapter, input 100-250VAC, ~ (3) -45dBm from 800 to 1250 nm
50-60Hz; 2.5A max, output 12VDC, 25W
Electrical safety: EN60950 compliant
Size (HxWx D) 175mm x 138mm x 80mm with module Built-in Visual Fault Locator (VFL)
(6.9in x 5.4in x 3.2in) Wavelength 650 nm
Weight 0.864 kg with battery (1.89 Ibs) Emission mode W Hz
1.21 kg with battery and LM OTDR (2.67 Ibs)
E—— Operating: -20°C to +50°C (-4°F to 122°F) Laser class Class 2 as per standards EN60825-1
Storage: -20°C to +60°C (-4°F to 140°F) pnd EDAZICER Paft104040
Relative humidity 0% to 95% non-condensing
Ordering information

T -BERD/MTS-2000 Handheld Modular Test Set

ETB2000T/ EM2000T

Includes: touch screen, hands-free soft case, shoulder strap, power supply with 5 adaptable plugs {US, Europe, UK, Australia, Japan), one USB cable, one Getting Started manual

Built-in Optical Power Meter and VFL, with 2.5 mm UPP Connectors

Built-in Optical Power Meter with 2.5 mm UPP Connector
Built-in Visual Fault Locator (VFL) with 2.5 mm UPP Connector
Built-in Optical Power Meter and Talk Set

Bluetooth Option for 2000 Handheld Base Unit

USB2.0 Digital Video Scope Kit (P5000i), including 7 tips and soft case

Soft Carrying Case for T-BERD/MTS-2000/4000
Hard Carrying Case for T-BERD/MTS-2000 Modular Test Set
12V Car Adapter for T-BERD/MTS-2000/4000

Test & Measurement Regional Sales

NORTH AMERICA
TEL: 1 866 228 3762
FAX:+1301 353 9216

LATIN AMERICA
TEL: +1 954 688 5660
FAX: +1 954 345 4668

Product specifications and descriptions in this document subject to change without notice. © 2011 JDS Uniphase Corporation

ASIA PACIFIC
TEL: +852 2892 0990
FAX: +852 2892 0770

EMEA
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E20PMVFL
E20PM
E20VFL

E20TSPM
E20BLUE
EDFSCOPESKi
E40SCASE1
E20HCASE
E40LIGHTER

WEBSITE: www.jdsu.com/test

TEL: +49 7121 86 2222
FAX: +49 7121 86 1222
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