
 

 

ICI Mace Pilling Tester 2 or 4 Heads Textile Testing Equipment 60RPM Speed 

 

 

  



  

  

 

 Product Details: 

 Place of Origin: China 

 Brand Name: YUYANG 

 Certification: BS5811 IWSTM152 JIS L 1076 MAS P18A ISO12945-1 

 Model Number: YY829 

 Payment & Shipping Terms: 

 Minimum Order Quantity: 1 set 

 Price: Negotiation 

 Packaging Details: Plywood Box 

 Delivery Time: 5-10 work days 

 Payment Terms: T/T L/C Western Union 

 Supply Ability: 10 sets per month 



 Share to： 

Product Details 

ICI Mace Pilling Tester 2 or 4 Heads Textile Testing Equipment 60RPM 

  

Description: 

  

Universal pilling tester drive system with 2 or 4 heads to rapidly replicate pilling on 

fabrics in a fraction of the time due to normal wear. 

Electron drive, electron digit counter and previous type equipment. 

  

  

Application: 

  

  

  

ICI pilling tester can measure knit fabrics and knitted fabrics, it fully complies with BS 

5811 measuring anti-pilling and fabric appearance of changing requirements,as well as 

EN ISO/DIS 12945-1 measuring anti-pilling and fabric appearance change part pilling 

box approach. 

Test box is composed of the same speed motor drive, and to maintain the speed of 

60rpm. Rotating ring number can be found in the five-digit electronic pulse counter on 

advance settings. When the ring slot, the machine will automatically stop functioning. 

  

  

Standards: 

  

BS5811, IWSTM152, JIS L 1076, MAS P18A, ISO12945-1 

  

  

Parameters: 

  

1. Pilling drum: 2 or 4 heads 

2. Dimension of inner pilling box: 235*235*235(mm) 

3. Speed: 60r.p.m 

4. Standards:BS 5811, JIS L 1076, IWS TM152,M&S P18A 



5. Machine size:875×430×350mm 

6. Weight:40Kg 

7. Standard: BS5811, IWSTM152, JIS L 1076, MAS P18A, ISO12945-1 

8. Accessories: PVC rubber hose 8pcs/16pcs, specimen suite 1 set, power line 1pcs 

9. Optional purchase consumables: CORK LINER 1 bag( 4pcs) 

  

  

 

 


